(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY 



CORRECTED VERSION 



(19) World Intellectual Property 
Organization 
International Bureau 

(43) International Publication Date 
7 July 2005 (07.07.2005) 




PCT 



llllllllllllllOUIIll 



(10) International Publication Number 

WO 2005/060381 A2 



(74) 



(51) International Patent Classification: Not classified (71) 

(72) 

(21) International Application Number: 

PCT/US2004/020596 

(22) International Filing Date: 25 June 2004 (25.06.2004) 

(25) Filing Language: English 

(26) Publication Language: English (81) 

(30) Priority Data: 

60/482,848 25 June 2003 (25.06.2003) US 

(71) Applicant (for all designated States except US): AD- 
VANCED PROPULSION TECHNOLOGIES [ — /US]; 
69 Santa Felicia Dr., Goleta, C A 93 1 17 (US). 



Applicants and 

Inventors: HOFBAUER, Peter [AT/US]; 3820 Pine 
Lake Knoll Drive, West Bloomfield, MI 48324 (US) 
MCCLEER, Patrick [US/US]; 1116 South Bowen Street' 
Jackson, Ml 49203 (US). 

Agents: GANZ, Bradley, M. et aL; Ganz Law, P.C, PO 
Box 10105, Portland, OR 97296 (US). 

Designated States (unless otherwise indicated, for every 
kind of national protection available): AE, AG, AL, AM, 
AT, AU, AZ, BA, BB, BG, BR, BW, BY, BZ, CA CH CN 
CO, CR, CU, CZ, DE, DK, DM, DZ, EC, EE, EG, ES FI 
GB, GD, GE, GH, GM, HR, HU, ID, IL, IN, IS, JP KE 
KG, KP, KR, KZ, LC, LK, LR, LS, LT, LU, LV, MA, MD,* 
MG, MK, MN, MW, MX, MZ, NA, NI, NO, NZ, OM, PG 
PH, PL, PT, RO, RU, SC, SD, SE, SG, SK, SL, S Y, TJ, TM,' 

[Continued on next page J 



(54) Title: RING GENERATOR 




(57) Abstract: The present invention is a rotary 
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nents of an electrical power generating system so 
that electrical power is produced from the rotation 
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